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Step 1:  Unpack all parts included with your order. 
Make sure that all of the parts required are included 
with your kit. If any items are missing, and packaging is 
damaged, KEEP ORIGINAL PACKAGING.
Step 2: Remove existing kingpin cap installed on 
knuckles, and clean the top of the knuckle. 
Step 3: Pack the kingpin with grease and insert new 
bushing.
Step 4: Insert Springless Puck on top of bushing
Step 5: Install Dana 60 ARP High Steer Studs onto 
knuckle.

Artec Industries 
Ultimate Dana 60 
High Steer Arms

Install Instructions

Bill of Materials:
1. Ultimate Dana 60 High Steer Arm - x2
2. Nylon Bushings - x2
3. Springless Pucks - x2
4. Grease Fittings - x2
5. Jam Nut - x2
6. Set Screws- x2

Step 6 (Optional):  If you are using Artec Ultimate Dana 
60 High Steer Arms in conjunction with an Artec Knuck-
le Bolt Kit, consult the Knuckle Bolt Installa-
tion Guide. Otherwise, please continue to Step 7.
Step 7:  Install your High Steer arms over the ARP High 
Steer Studs, and onto the surface of the knuckle (5 for 
Reid, 4 for OEM). 
Step 8: Tighten the nuts on the ARP High Steer studs to 
80 Foot Pounds.
Step 9: Install set screw and slowly tighten until a slight 
amount of resistance is felt while moving the knuckle 
back and forth (Adjustment for set screw may be re-
quired after initial break-in).
Step 10: Lock down the set screw with the jam nut pro-
vided. See Quick Tip to the right.
Step 11: Install grease fitting and pack with grease. 

     Thank you for your purchase of the Ultimate Dana 60 
High Steer Arms. These arms are designed to give you 
the most steering mounting options available, and are 
the strongest arms available on the market. These arms 
include a springless conversion kit to eliminate slop in 
your knuckle, and allows you to fine tune your steering. 
     The optional knuckle bolt kit that attatches to the 
stock steering location provides double sheer capabil-
ity, strengthes the knuckles, and decreases likelihood 
of stud sheer. These instructions are meant to serve as 
a guide for setting up your high steer arms. If you have 
any questions, feel free to contact us directly at sales@
artecindustries.com and we will be more than happy to 
help you.

*Additional hole may need to be drilled to accomodate different 
types of steering

Quick Tip:
By adding a small 
line on the jam 
nut and arm with 
a sharpie, you will 
always know if your 
hardware is loose.



Step 4: Remove the High Steer Arm from the knuckle and position the an-
gled section of the high steer arm flat on the drill press or mill surface.
Step 5: Align the drill bit to the 
marked location on the steer 
arm and drill out the hole to 
a 3/4” bore. We recommend 
drilling out with smaller bits and 
progressively moving up towards 
a 3/4 inch drill bit as it makes 
the drilling process much easier.
Step 6: At this point proceed 
with Step 7 from the previous 
page to install high steer arms.

Step 9: Install everything into it’s proper 
place ensuring that the tapered end of the 
sleeve is touching the rod end.
Step 10: Tighten all nuts and bolts. Be 
sure to check them periodically.

Artec Industries 
Knuckle Bolt Kit

Install Instructions

Step 1: Using a 3/4 inch drill bit, drill out the factory 
tie rod end locations on each of the knuckles.

Step 2: Install High Steer arm over studs onto the sur-
face of the knuckle, and lightly tighten a few of the high 
steer stud nuts to hold the high steer arm in place.
Step 3:  Feeding from the underside of the knuckle 
through the stock tie rod end location to the high steer 
arm, use either a center punch or the bolt from the 
knuckle bolt kit to mark the location of the bolt hole for 
drilling out the high steer arm. 

Step 7: Install the knuckle bolt kit by 
feeding the bolt through the top of 
the high steer arm. Placing the steel 
sleeve in between the high steer arm 
and the stock tie rod location of the 
knuckle. This is done to measure the 
cutting location of the sleeve.
Step 8: Determine the needed cutting 
length, and proceed to cut the sleve at 
that position. Take into account you 
will also need to cut out the width of 
the joint being mounted.
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*Artec Industries, LLC is not responsible or liable 
for improper installation of this kit. Installation 
will require drilling and mechanical knowledge. 

Use common sense when installing.


